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SECTION 05120 - STRUCTURAL STEEL 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes structural steel and grout. 

B. Related Sections: 

1. Division 5 Section "Architecturally Exposed Structural Steel Framing" for 
additional requirements for architecturally exposed structural steel. 

1.2 DEFINITIONS 

A. Structural Steel:  Elements of structural-steel frame, as classified by AISC 303, "Code 
of Standard Practice for Steel Buildings and Bridges." 

1.3 PERFORMANCE REQUIREMENTS 

A. Connections:  Provide details of simple shear connections required by the Contract 
Documents to be selected or completed by structural-steel fabricator to withstand loads 
indicated and comply with other information and restrictions indicated. 

1. Select and complete connections using schematic details indicated . 
2. Use  ASD; data are given at service-load level. 

B. Moment Connections:  Type  FR, fully restrained. 

1.4 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. LEED Submittal: 

1. Product Data for Credit MR 4.1:  For products having recycled content, 
documentation indicating percentages by weight of postconsumer and 
preconsumer recycled content.  Include statement indicating costs for each 
product having recycled content. 

C. Shop Drawings:  Show fabrication of structural-steel components. 

D. Qualification Data:  For qualified Installer, fabricator and testing agency. 

E. Welding certificates. 

F. Mill test reports for structural steel, including chemical and physical properties. 
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G. Source quality-control reports. 

1.5 QUALITY ASSURANCE 

A. Fabricator Qualifications:  A qualified fabricator that participates in the AISC Quality 
Certification Program and is designated an AISC-Certified Plant, Category STD. 

B. Installer Qualifications:  A qualified installer who participates in the AISC Quality 
Certification Program and is designated an AISC-Certified Erector, Category CSE. 

C. Welding Qualifications:  Qualify procedures and personnel according to 
AWS D1.1/D1.1M, "Structural Welding Code - Steel." 

D. Comply with applicable provisions of the following specifications and documents: 

1. AISC 303. 
2. AISC 360. 
3. RCSC's "Specification for Structural Joints Using ASTM A 325 or A 490 Bolts." 

E. Preinstallation Conference:  Conduct conference at Project site. 

PART 2 - PRODUCTS 

2.1 STRUCTURAL-STEEL MATERIALS 

A. Recycled Content of Steel Products:  Provide products with an average recycled 
content of steel products so postconsumer recycled content plus one-half of 
preconsumer recycled content is not less than  50 percent. 

B. W-Shapes:  ASTM A 992/A 992M . 

C. Channels, Angles, M , S-Shapes: ASTM A 572/A 572M, Grade 50. 

D. Plate and Bar:  ASTM A 36/A 36M and ASTM A 572/A 572M, Grade 50. 

E. Cold-Formed Hollow Structural Sections:  ASTM A 500, Grade B, structural tubing. 

F. Steel Pipe:  ASTM A 53/A 53M, Type E or S, Grade B. 

G. Welding Electrodes:  Comply with AWS requirements. 

2.2 BOLTS, CONNECTORS, AND ANCHORS 

A. High-Strength Bolts, Nuts, and Washers:  ASTM A 325, Type 1, heavy-hex steel 
structural bolts; ASTM A 563, Grade C, heavy-hex carbon-steel nuts; and ASTM F 436, 
Type 1, hardened carbon-steel washers; all with plain finish. 
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B. Shear Connectors:  ASTM A 108, Grades 1015 through 1020, headed-stud type, cold-
finished carbon steel; AWS D1.1/D1.1M, Type B. 

C. Unheaded Anchor Rods:  [ASTM F 1554, Grade 36] [ASTM F 1554, Grade 55, 
weldable]. 

1. Configuration:  Hooked. 
2. Finish:  Plain . 

D. Headed Anchor Rods:  ASTM F 1554, Grade 36 , straight. 

1. Finish:  Plain . 

E. Threaded Rods:  ASTM A 36/A 36M . 

1. Finish:  Plain . 

2.3 PRIMER 

A. Primer:  Comply with Division 9 painting Sections.   

B. Primer:  SSPC-Paint 25, Type I , zinc oxide, alkyd, linseed oil primer. 

C. Primer:  Fabricator's standard lead- and chromate-free, nonasphaltic, rust-inhibiting 
primer complying with MPI#79 and compatible with topcoat. 

2.4 GROUT 

A. Nonmetallic, Shrinkage-Resistant Grout:  ASTM C 1107, factory-packaged, nonmetallic 
aggregate grout, noncorrosive and nonstaining, mixed with water to consistency 
suitable for application and a 30-minute working time. 

2.5 FABRICATION 

A. Structural Steel:  Fabricate and assemble in shop to greatest extent possible.  
Fabricate according to AISC's "Code of Standard Practice for Steel Buildings and 
Bridges" and AISC 360. 

B. Shear Connectors:  Prepare steel surfaces as recommended by manufacturer of shear 
connectors.  Use automatic end welding of headed-stud shear connectors according to 
AWS D1.1/D1.1M and manufacturer's written instructions. 

2.6 SHOP CONNECTIONS 

A. High-Strength Bolts:  Shop install high-strength bolts according to RCSC's 
"Specification for Structural Joints Using ASTM A 325 or A 490 Bolts" for type of bolt 
and type of joint specified. 
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1. Joint Type:  Slip critical. 

B. Weld Connections:  Comply with AWS D1.1/D1.1M for tolerances, appearances, 
welding procedure specifications, weld quality, and methods used in correcting welding 
work. 

2.7 SHOP PRIMING 

A. Shop prime steel surfaces except the following: 

1. Surfaces embedded in concrete or mortar.  Extend priming of partially embedded 
members to a depth of 2 inches. 

2. Surfaces to be field welded. 
3. Surfaces to be high-strength bolted with slip-critical connections. 
4. Surfaces to receive sprayed fire-resistive materials (applied fireproofing). 
5. Galvanized surfaces. 

B. Surface Preparation:  Clean surfaces to be painted.  Remove loose rust and mill scale 
and spatter, slag, or flux deposits.  Prepare surfaces according to the following 
specifications and standards: 

1. SSPC-SP 2, "Hand Tool Cleaning." 
2. SSPC-SP 3, "Power Tool Cleaning." 

C. Priming:  Immediately after surface preparation, apply primer according to 
manufacturer's written instructions and at rate recommended by SSPC to provide a 
minimum dry film thickness of 1.5 mils.  Use priming methods that result in full 
coverage of joints, corners, edges, and exposed surfaces. 

2.8 SOURCE QUALITY CONTROL 

A. Testing Agency: Contractor will engage an independent testing and inspecting agency 
to perform shop tests and inspections and prepare test reports. 

1. Provide testing agency with access to places where structural-steel work is being 
fabricated or produced to perform tests and inspections. 

B. Correct deficiencies in Work that test reports and inspections indicate does not comply 
with the Contract Documents. 

C. Bolted Connections:  Shop-bolted connections will be tested and inspected according 
to RCSC's "Specification for Structural Joints Using ASTM A 325 or A 490 Bolts." 

D. Welded Connections:  In addition to visual inspection, shop-welded connections will be 
tested and inspected according to AWS D1.1/D1.1M and the following inspection 
procedures, at testing agency's option: 

1. Liquid Penetrant Inspection:  ASTM E 165. 
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2. Magnetic Particle Inspection:  ASTM E 709; performed on root pass and on 
finished weld.  Cracks or zones of incomplete fusion or penetration will not be 
accepted. 

3. Ultrasonic Inspection:  ASTM E 164. 
4. Radiographic Inspection:  ASTM E 94. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify, with steel Erector present, elevations of concrete- and masonry-bearing 
surfaces and locations of anchor rods, bearing plates, and other embedments for 
compliance with requirements. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 ERECTION 

A. Set structural steel accurately in locations and to elevations indicated and according to 
AISC 303 and AISC 360. 

B. Base Bearing and Leveling Plates:  Clean concrete- and masonry-bearing surfaces of 
bond-reducing materials, and roughen surfaces prior to setting plates.  Clean bottom 
surface of plates. 

1. Set plates for structural members on wedges, shims, or setting nuts as required. 
2. Weld plate washers to top of baseplate. 
3. Snug-tighten anchor rods after supported members have been positioned and 

plumbed.  Do not remove wedges or shims but, if protruding, cut off flush with 
edge of plate before packing with grout. 

4. Promptly pack grout solidly between bearing surfaces and plates so no voids 
remain.  Neatly finish exposed surfaces; protect grout and allow to cure.  Comply 
with manufacturer's written installation instructions for shrinkage-resistant grouts. 

C. Maintain erection tolerances of structural steel within AISC's "Code of Standard 
Practice for Steel Buildings and Bridges." 

3.3 FIELD CONNECTIONS 

A. High-Strength Bolts:  Install high-strength bolts according to RCSC's "Specification for 
Structural Joints Using ASTM A 325 or A 490 Bolts" for type of bolt and type of joint 
specified. 

1. Joint Type:  Slip critical. 
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B. Weld Connections:  Comply with AWS D1.1/D1.1M for tolerances, appearances, 
welding procedure specifications, weld quality, and methods used in correcting welding 
work. 

1. Comply with AISC 303 and AISC 360 for bearing, alignment, adequacy of 
temporary connections, and removal of paint on surfaces adjacent to field welds. 

3.4 FIELD QUALITY CONTROL 

A. Testing Agency:  Contractor will engage a qualified independent testing and inspecting 
agency to inspect field welds and high-strength bolted connections. 

B. Bolted Connections:  Bolted connections will be tested and inspected according to 
RCSC's "Specification for Structural Joints Using ASTM A 325 or A 490 Bolts." 

C. Welded Connections:  Field welds will be visually inspected according to 
AWS D1.1/D1.1M. 

1. In addition to visual inspection, field welds will be tested and inspected according 
to AWS D1.1/D1.1M and the following inspection procedures, at testing agency's 
option: 

a. Liquid Penetrant Inspection:  ASTM E 165. 
b. Magnetic Particle Inspection:  ASTM E 709; performed on root pass and on 

finished weld.  Cracks or zones of incomplete fusion or penetration will not 
be accepted. 

c. Ultrasonic Inspection:  ASTM E 164. 
d. Radiographic Inspection:  ASTM E 94. 

D. Correct deficiencies in Work that test reports and inspections indicate does not comply 
with the Contract Documents. 

END OF SECTION 05120 
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SECTION 05310 - STEEL DECK 

PART 1 - GENERAL 

1.1 SUMMARY 

A. This Section includes the following: 
1. Composite floor deck. 

1.2 SUBMITTALS 

A. Product Data:  For each type of deck, accessory, and product indicated. 

B. LEED Submittal: 

1. Product Data for Credit MR 4.1:  For products having recycled content, 
documentation indicating percentages by weight of postconsumer and 
preconsumer recycled content. 

a. Include statement indicating costs for each product having recycled 
content. 

C. Shop Drawings:  Show layout and types of deck panels, anchorage details, reinforcing 
channels, pans, cut deck openings, special jointing, accessories, and attachments to 
other construction. 

D. Product certificates. 

E. Welding certificates. 

F. Field quality-control test and inspection reports. 

G. Research/Evaluation Reports:  For steel deck. 

1.3 QUALITY ASSURANCE 

A. Welding:  Qualify procedures and personnel according to AWS D1.3, "Structural 
Welding Code - Sheet Steel." 

B. Fire-Test-Response Characteristics:  Where indicated, provide steel deck units 
identical to those tested for fire resistance per ASTM E 119 by a testing and inspecting 
agency acceptable to authorities having jurisdiction. 

1. Fire-Resistance Ratings:  Indicated by design designations of applicable testing 
and inspecting agency. 

2. Steel deck units shall be identified with appropriate markings of applicable testing 
and inspecting agency. 
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C. AISI Specifications:  Comply with calculated structural characteristics of steel deck 
according to AISI's "North American Specification for the Design of Cold-Formed Steel 
Structural Members." 

D. Recycled Content of Steel Products:  Provide products with an average recycled 
content of steel products so postconsumer recycled content plus one-half of 
preconsumer recycled content is not less than 25 percent. 

1.4 DELIVERY, STORAGE, AND HANDLING 

A. Protect steel deck from corrosion, deformation, and other damage during delivery, 
storage, and handling. 

B. Stack steel deck on platforms or pallets and slope to provide drainage.  Protect with a 
waterproof covering and ventilate to avoid condensation. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Available Manufacturers:  Subject to compliance with requirements, manufacturers’  
plants shall reside within 500 miles of the project site. 

2.2 COMPOSITE FLOOR DECK 

A. Composite Steel Floor Deck:  Fabricate panels, with integrally embossed or raised 
pattern ribs and interlocking side laps, to comply with "SDI Specifications and 
Commentary for Composite Steel Floor Deck," in SDI Publication No. 30, with the 
minimum section properties indicated, and with the following: 
1. Galvanized Steel Sheet:  ASTM A 653/A 653M, Structural Steel (SS), Grade 33, 

G90 zinc coating. 
2. Profile Depth:  3 inches. 
3. Design Uncoated-Steel Thickness:  As indicated. 

2.3 ACCESSORIES 

A. General:  Provide manufacturer's standard accessory materials for deck that comply 
with requirements indicated. 

B. Mechanical Fasteners:  Corrosion-resistant, low-velocity, power-actuated or 
pneumatically driven carbon-steel fasteners; or self-drilling, self-threading screws. 

C. Side-Lap Fasteners:  Corrosion-resistant, hexagonal washer head; self-drilling, carbon-
steel screws, No. 10 minimum diameter. 

D. Flexible Closure Strips:  Vulcanized, closed-cell, synthetic rubber. 
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E. Miscellaneous Sheet Metal Deck Accessories:  Steel sheet, minimum yield strength of 
33,000 psi, not less than 0.0359-inch design uncoated thickness, of same material and 
finish as deck; of profile indicated or required for application. 

F. Repair Paint:  Manufacturer's standard rust-inhibitive primer of same color as primer. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install deck panels and accessories according to applicable specifications and 
commentary in SDI Publication No. 30, manufacturer's written instructions, 
requirements in this Section, and as indicated. 

B. Place deck panels on supporting frame and adjust to final position with ends accurately 
aligned and bearing on supporting frame before being permanently fastened.  Do not 
stretch or contract side-lap interlocks. 

C. Place deck panels flat and square and fasten to supporting frame without warp or 
deflection. 

D. Cut and neatly fit deck panels and accessories around openings and other work 
projecting through or adjacent to deck. 

E. Provide additional reinforcement and closure pieces at openings as required for 
strength, continuity of deck, and support of other work. 

F. Comply with AWS requirements and procedures for manual shielded metal arc 
welding, appearance and quality of welds, and methods used for correcting welding 
work. 

G. Mechanical fasteners may be used in lieu of welding to fasten deck.  Locate 
mechanical fasteners and install according to deck manufacturer's written instructions. 

H. End Bearing:  Install deck ends over supporting frame with a minimum end bearing of 2 
inches. 

I. Pour Stops and Girder Fillers:  Weld steel sheet pour stops and girder fillers to 
supporting structure according to SDI recommendations, unless otherwise indicated. 

J. Floor-Deck Closures:  Weld steel sheet column closures, cell closures, and Z-closures 
to deck, according to SDI recommendations, to provide tight-fitting closures at open 
ends of ribs and sides of deck. 

3.2 FIELD QUALITY CONTROL 

A. Testing Agency:  Engage a qualified independent testing and inspecting agency to 
perform field tests and inspections and prepare test reports. 
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B. Field welds will be subject to inspection. 

C. Testing agency will report inspection results promptly and in writing to Contractor and 
Architect. 

D. Remove and replace work that does not comply with specified requirements. 

E. Additional inspecting, at Contractor's expense, will be performed to determine 
compliance of corrected work with specified requirements. 

3.3 REPAIRS 

A. Galvanizing Repairs:  Prepare and repair damaged galvanized coatings on both 
surfaces of deck with galvanized repair paint according to ASTM A 780 and 
manufacturer's written instructions. 

END OF SECTION 05310 
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SECTION 05500 - METAL FABRICATIONS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Miscellaneous steel framing and supports. 
2. Shelf angles. 
3. Metal ladders. 
4. Metal floor plate and supports. 
5. Loose bearing and leveling plates. 

B. Products furnished, but not installed, under this Section: 

1. Loose steel lintels. 
2. Anchor bolts, steel pipe sleeves, slotted-channel inserts, and wedge-type inserts 

indicated to be cast into concrete or built into unit masonry. 
3. Steel weld plates and angles for casting into concrete. 

1.2 PERFORMANCE REQUIREMENTS 

A. Thermal Movements:  Allow for thermal movements from ambient and surface 
temperature changes acting on exterior metal fabrications by preventing buckling, 
opening of joints, overstressing of components, failure of connections, and other 
detrimental effects. 

1. Temperature Change:  120 deg F, ambient; 180 deg F, material surfaces. 

1.3 SUBMITTALS 

A. Product Data:  For the following: 

1. Prefabricated building columns. 
2. Metal nosings and treads. 
3. Paint products. 
4. Grout. 

B. LEED Submittals: 

1. Product Data for Credit MR 4.1:  Indicating percentages by weight of 
postconsumer and preconsumer recycled content for products having recycled 
content.  Include statement indicating costs for each product having recycled 
content. 

C. Shop Drawings:  Show fabrication and installation details for metal fabrications. 
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1. Include plans, elevations, sections, and details of metal fabrications and their 
connections.  Show anchorage and accessory items. 

PART 2 - PRODUCTS 

2.1 METALS, GENERAL 

A. Metal Surfaces, General:  Provide materials with smooth, flat surfaces without 
blemishes. 

2.2 FERROUS METALS 

A. Recycled Content of Steel Products:  Provide products with average recycled content 
of steel products so postconsumer recycled content plus one-half of preconsumer 
recycled content is not less than  20 percent. 

B. Steel Plates, Shapes, and Bars:  ASTM A 36/A 36M. 

C. Rolled-Steel Floor Plate:  ASTM A 786/A 786M, rolled from plate complying with 
ASTM A 36/A 36M or ASTM A 283/A 283M, Grade C or D. 

D. Steel Tubing:  ASTM A 500, cold-formed steel tubing. 

E. Steel Pipe:  ASTM A 53/A 53M, standard weight (Schedule 40) unless otherwise 
indicated. 

F. Slotted Channel Framing:  Cold-formed metal box channels (struts) complying with 
MFMA-4. 

1. Size of Channels:   As indicated. 
2. Material:  Galvanized steel, ASTM A 653/A 653M, commercial steel, Type B, with 

G90 coating; 0.108-inch   nominal thickness. 

2.3 FASTENERS 

A. General:  Unless otherwise indicated, provide Type 304  stainless-steel fasteners for 
exterior use and zinc-plated fasteners with coating complying with ASTM B 633 or 
ASTM F 1941, Class Fe/Zn 5, at exterior walls. 

B. Cast-in-Place Anchors in Concrete:  Either threaded type or wedge type unless 
otherwise indicated; galvanized ferrous castings, either ASTM A 47/A 47M malleable 
iron or ASTM A 27/A 27M cast steel.  Provide bolts, washers, and shims as needed, all 
hot-dip galvanized per ASTM F 2329. 

C. Post-Installed Anchors:  Torque-controlled expansion anchors  . 

1. Material for Interior Locations:  Carbon-steel components zinc plated to comply 
with ASTM B 633 or ASTM F 1941, Class Fe/Zn 5, unless otherwise indicated. 
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2. Material for Exterior Locations and Where Stainless Steel is Indicated:  Alloy 
Group 1  stainless-steel bolts, ASTM F 593, and nuts, ASTM F 594. 

D. Slotted-Channel Inserts:  Cold-formed, hot-dip galvanized-steel box channels (struts) 
complying with MFMA-4, 1-5/8 by 7/8 inches by length indicated with anchor straps or 
studs not less than 3 inches long at not more than 8 inches o.c.  Provide with 
temporary filler and tee-head bolts, complete with washers and nuts, all zinc-plated to 
comply with ASTM B 633, Class Fe/Zn 5, as needed for fastening to inserts. 

2.4 MISCELLANEOUS MATERIALS 

A. Shop Primers:  Provide primers that comply with Division 9 painting Sections.   

B. Universal Shop Primer:  Fast-curing, lead- and chromate-free, universal modified-alkyd 
primer complying with MPI#79 and compatible with topcoat. 

C. Epoxy Zinc-Rich Primer:  Complying with MPI#20 and compatible with topcoat. 

D. Galvanizing Repair Paint:  High-zinc-dust-content paint complying with SSPC-Paint 20 
and compatible with paints specified to be used over it. 

E. Bituminous Paint:  Cold-applied asphalt emulsion complying with ASTM D 1187. 

F. Nonshrink, Nonmetallic Grout:  Factory-packaged, nonstaining, noncorrosive, 
nongaseous grout complying with ASTM C 1107.  Provide grout specifically 
recommended by manufacturer for interior and exterior applications. 

G. Concrete:  Comply with requirements in Division 3 Section "Cast-in-Place Concrete" for 
normal-weight, air-entrained, concrete with a minimum 28-day compressive strength of 
3000 psi. 

2.5 FABRICATION, GENERAL 

A. Shop Assembly:  Preassemble items in the shop to greatest extent possible.  Use 
connections that maintain structural value of joined pieces. 

B. Cut, drill, and punch metals cleanly and accurately.  Remove burrs and ease edges.  
Remove sharp or rough areas on exposed surfaces. 

C. Weld corners and seams continuously to comply with the following: 

1. Use materials and methods that minimize distortion and develop strength and 
corrosion resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. At exposed connections, finish exposed welds and surfaces smooth and 

blended. 
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D. Form exposed connections with hairline joints, flush and smooth, using concealed 
fasteners or welds where possible.  Locate joints where least conspicuous. 

E. Fabricate seams and other connections that will be exposed to weather in a manner to 
exclude water.  Provide weep holes where water may accumulate. 

F. Where units are indicated to be cast into concrete or built into masonry, equip with 
integrally welded steel strap anchors not less than 24 inches o.c. 

2.6 MISCELLANEOUS FRAMING AND SUPPORTS 

A. General:  Provide steel framing and supports not specified in other Sections as needed 
to complete the Work. 

B. Fabricate units from steel shapes, plates, and bars of welded construction unless 
otherwise indicated.  Fabricate to sizes, shapes, and profiles indicated and as 
necessary to receive adjacent construction. 

2.7 SHELF ANGLES 

A. Fabricate shelf angles from steel angles of sizes indicated and for attachment to 
concrete framing.  Provide horizontally slotted holes to receive 3/4-inch bolts, spaced 
not more than 6 inches from ends and 24 inches o.c., unless otherwise indicated. 

B. For cavity walls, provide vertical channel brackets to support angles from backup 
masonry and concrete. 

C. Galvanize shelf angles located in exterior walls. 

D. Prime shelf angles located in exterior walls with zinc-rich primer.  

E. Furnish wedge-type concrete inserts, complete with fasteners, to attach shelf angles to 
cast-in-place concrete. 

2.8 METAL LADDERS 

A. General: 
1. For elevator pit ladders, comply with ASME A17.1. 

B. Steel Ladders: 
1. Space siderails of elevator pit ladders 12 inches apart. 
2. Siderails:  Continuous,  1/2-by-2-1/2-inch steel flat bars, with eased edges. 
3. Rungs:  1-inch- diameter  steel bars. 
4. Fit rungs in centerline of siderails; plug-weld and grind smooth on outer rail faces. 
5. Provide nonslip abrasive surfaces on top of each rung. 
6. Prime ladders, including brackets and fasteners, with zinc-rich primer.  
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2.9 METAL FLOOR PLATE 

A. Fabricate from rolled-steel floor plate. 

1. Thickness:  As indicated. 

B. Provide steel angle supports as indicated. 

2.10 LOOSE BEARING AND LEVELING PLATES 

A. Provide loose bearing and leveling plates for steel items bearing on masonry or 
concrete construction.  Drill plates to receive anchor bolts and for grouting. 

2.11 LOOSE STEEL LINTELS 

A. Fabricate loose steel lintels from steel angles and shapes of size indicated for 
openings and recesses in masonry walls and partitions at locations indicated. 

B. Galvanize loose steel lintels located in exterior walls. 

C. Prime loose steel lintels located in exterior walls with zinc-rich primer.  

2.12 STEEL WELD PLATES AND ANGLES 

A. Provide steel weld plates and angles not specified in other Sections, for items 
supported from concrete construction as needed to complete the Work.  Provide each 
unit with no fewer than two integrally welded steel strap anchors for embedding in 
concrete. 

2.13 FINISHES, GENERAL 

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" 
for recommendations for applying and designating finishes. 

B. Finish metal fabrications after assembly. 

2.14 STEEL AND IRON FINISHES 

A. Galvanizing:  Hot-dip galvanize items as indicated to comply with ASTM A 153/A 153M 
for steel and iron hardware and with ASTM A 123/A 123M for other steel and iron 
products. 

B. Shop prime iron and steel items not indicated to be galvanized unless they are to be 
embedded in concrete, sprayed-on fireproofing, or masonry, or unless otherwise 
indicated. 

1. Shop prime with universal shop primer  unless zinc-rich primer is  indicated. 
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C. Preparation for Shop Priming:  Prepare surfaces to comply with   requirements 
indicated below: 

1. Exterior Items:  SSPC-SP 6/NACE No. 3, "Commercial Blast Cleaning." 
2. Items Indicated to Receive Zinc-Rich Primer:  SSPC-SP 6/NACE No. 3, 

"Commercial Blast Cleaning." 

D. Shop Priming:  Apply shop primer to comply with SSPC-PA 1, "Paint Application 
Specification No. 1:  Shop, Field, and Maintenance Painting of Steel," for shop painting. 

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Cutting, Fitting, and Placement:  Perform cutting, drilling, and fitting required for 
installing metal fabrications.  Set metal fabrications accurately in location, alignment, 
and elevation; with edges and surfaces level, plumb, true, and free of rack; and 
measured from established lines and levels. 

B. Fit exposed connections accurately together to form hairline joints.  Weld connections 
that are not to be left as exposed joints but cannot be shop welded because of shipping 
size limitations.  Do not weld, cut, or abrade surfaces of exterior units that have been 
hot-dip galvanized after fabrication and are for bolted or screwed field connections. 

C. Field Welding:  Comply with the following requirements: 

1. Use materials and methods that minimize distortion and develop strength and 
corrosion resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. At exposed connections, finish exposed welds and surfaces smooth and 

blended. 

D. Fastening to In-Place Construction:  Provide anchorage devices and fasteners where 
metal fabrications are required to be fastened to in-place construction. 

E. Provide temporary bracing or anchors in formwork for items that are to be built into 
concrete, masonry, or similar construction. 

3.2 INSTALLING BEARING AND LEVELING PLATES 

A. Clean concrete and masonry bearing surfaces of bond-reducing materials, and 
roughen to improve bond to surfaces.  Clean bottom surface of plates. 

B. Set bearing and leveling plates on wedges, shims, or leveling nuts.  After bearing 
members have been positioned and plumbed, tighten anchor bolts.  Do not remove 
wedges or shims but, if protruding, cut off flush with edge of bearing plate before 
packing with grout. 
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C. Pack grout solidly between bearing surfaces and plates to ensure that no voids remain. 

3.3 ADJUSTING AND CLEANING 

A. Touchup Painting:  Immediately after erection, clean field welds, bolted connections, 
and abraded areas.  Paint uncoated and abraded areas with the same material as 
used for shop painting to comply with SSPC-PA 1 for touching up shop-painted 
surfaces. 

B. Galvanized Surfaces:  Clean field welds, bolted connections, and abraded areas and 
repair galvanizing to comply with ASTM A 780. 

END OF SECTION 05500 
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SECTION 05511 - METAL STAIRS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Preassembled steel stairs with concrete-filled     treads. 
2. Steel tube railings attached to metal stairs. 
3. Steel tube handrails attached to walls adjacent to metal stairs. 

B. See Division 5 Section "Pipe and Tube Railings" for pipe and tube railings not attached 
to metal stairs or to walls adjacent to metal stairs. 

1.2 PERFORMANCE REQUIREMENTS 

A. Delegated Design:  Design metal stairs, including comprehensive engineering analysis 
by a qualified professional engineer, using performance requirements and design 
criteria indicated. 

B. Structural Performance of Stairs:  Metal stairs shall withstand the effects of gravity 
loads and the following loads and stresses within limits and under conditions indicated. 

1. Uniform Load:  100 lbf/sq. ft.. 
2. Concentrated Load:  300 lbf applied on an area of 4 sq. in.. 
3. Uniform and concentrated loads need not be assumed to act concurrently. 
4. Stair Framing:  Capable of withstanding stresses resulting from railing loads in 

addition to loads specified above. 
5. Limit deflection of treads, platforms, and framing members to L/240 or 1/4 inch, 

whichever is less. 

C. Structural Performance of Railings:  Railings shall withstand the effects of gravity loads 
and the following loads and stresses within limits and under conditions indicated. 

1. Handrails and Top Rails of Guards: 

a. Uniform load of 50 lbf/ ft. applied in any direction. 
b. Concentrated load of 200 lbf applied in any direction. 
c. Uniform and concentrated loads need not be assumed to act concurrently. 

2. Infill of Guards: 

a. Concentrated load of 50 lbf applied horizontally on an area of 1 sq. ft.. 
b. Infill load and other loads need not be assumed to act concurrently. 

D. Seismic Performance:  Metal stairs shall withstand the effects of earthquake motions 
determined according to ASCE/SEI 7 . 
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1. Component Importance Factor is 1.5. 

1.3 SUBMITTALS 

A. Product Data:  For metal stairs. 

B. LEED Submittals: 

1. Product Data for Credit MR 4.1:  Indicating percentages by weight of 
postconsumer and preconsumer recycled content for products having recycled 
content.  Include statement indicating costs for each product having recycled 
content. 

C. Shop Drawings:  Include plans, elevations, sections, details, and attachments to other 
work. 

D. Delegated-Design Submittal:  For installed products indicated to comply with 
performance requirements and design criteria, including analysis data signed and 
sealed by the qualified professional engineer responsible for their preparation. 

1.4 QUALITY ASSURANCE 

A. NAAMM Stair Standard:  Comply with "Recommended Voluntary Minimum Standards 
for Fixed Metal Stairs" in NAAMM AMP 510, "Metal Stairs Manual," for class of stair 
designated, unless more stringent requirements are indicated. 

1. Preassembled Stairs:  Commercial  class. 

PART 2 - PRODUCTS 

2.1 METALS 

A. Metal Surfaces, General:  Provide materials with smooth, flat surfaces unless 
otherwise indicated.  For components exposed to view in the completed Work, provide 
materials without seam marks, roller marks, rolled trade names, or blemishes. 

B. Recycled Content of Steel Products:  Provide products with average recycled content 
of steel products so postconsumer recycled content plus one-half of preconsumer 
recycled content is not less than  20 percent. 

C. Steel Plates, Shapes, and Bars:  ASTM A 36/A 36M. 

D. Steel Tubing:  ASTM A 500 (cold formed). 

E. Uncoated, Cold-Rolled Steel Sheet:  ASTM A 1008/A 1008M, commercial steel, 
Type B,  structural steel, Grade 25, unless another grade is required by design loads; 
exposed. 
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2.2 MISCELLANEOUS MATERIALS 

A. Cast-Metal Units:  Cast iron, with an integral abrasive, as-cast finish. 

1. Manufacturers:  Subject to compliance with requirements,  available 
manufacturers offering products that may be incorporated into the Work include, 
but are not limited to, the following: 

a. American Safety Tread Co., Inc. 
b. Balco Inc. 
c. Barry Pattern & Foundry Co., Inc. 
d. Granite State Casting Co. 
e. Safe-T-Metal Company, Inc. 
f. Wooster Products Inc. 

B. Provide anchors for embedding units in concrete, either integral or applied to units, as 
standard with manufacturer. 

C. Fasteners:  Provide zinc-plated fasteners with coating complying with ASTM B 633 or 
ASTM F 1941, Class Fe/Zn 12 for exterior use, and Class Fe/Zn 5 where built into 
exterior walls.  Select fasteners for type, grade, and class required. 

D. Universal Shop Primer:  Fast-curing, lead- and chromate-free, universal modified-alkyd 
primer complying with MPI#79 and compatible with topcoat. 

E. Concrete Materials and Properties:  Comply with requirements in Division 3 Section 
"Cast-in-Place Concrete" for normal-weight, air-entrained, ready-mix concrete with a 
minimum 28-day compressive strength of 3000 psi unless otherwise indicated. 

F. Precast Concrete Treads:  Comply with requirements in Division 3 Section "Cast-in-
Place Concrete" for normal-weight, ready-mixed concrete with a minimum 28-day 
compressive strength of 5000 psi and a total air content of not less than 4 percent or 
more than 6 percent.  Reinforce with galvanized, welded wire fabric, 2 by 2 inches by 
0.062-inch- diameter wire; comply with ASTM A 185/A 185M and ASTM A 82/A 82M, 
except for minimum wire size. 

2.3 FABRICATION, GENERAL 

A. Provide complete stair assemblies, including metal framing, hangers, struts, railings, 
clips, brackets, bearing plates, and other components necessary to support and anchor 
stairs and platforms on supporting structure. 

1. Join components by welding unless otherwise indicated. 
2. Use connections that maintain structural value of joined pieces. 
3. Fabricate treads and platforms of exterior stairs so finished walking surfaces 

slope to drain. 

B. Preassembled Stairs:  Assemble stairs in shop to greatest extent possible.  
Disassemble units only as necessary for shipping and handling limitations. 
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C. Cut, drill, and punch metals cleanly and accurately.  Remove burrs and ease edges.  
Remove sharp or rough areas on exposed surfaces. 

D. Form bent-metal corners to smallest radius possible without impairing work. 

E. Weld connections to comply with the following: 

1. Use materials and methods that minimize distortion and develop strength and 
corrosion resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. Weld exposed corners and seams continuously unless otherwise indicated. 
5. At exposed connections, finish exposed welds to comply with NOMMA's 

"Voluntary Joint Finish Standards" for Type 1 welds:  no evidence of a welded 
joint   . 

F. Form exposed connections with hairline joints, flush and smooth, using concealed 
fasteners where possible.  Locate joints where least conspicuous. 

G. Fabricate joints that will be exposed to weather in a manner to exclude water.  Provide 
weep holes where water may accumulate. 

2.4 STEEL-FRAMED STAIRS 

A. Manufacturers:  Subject to compliance with requirements,  available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

1. Alfab, Inc. 
2. American Stair, Inc. 
3. Sharon Companies Ltd. (The). 

B. Stair Framing: 

1. Fabricate stringers of steel   plates or channels. 
2. Construct platforms of steel   plate or channel headers and miscellaneous 

framing members as needed to comply with performance requirements . 
3. If using bolts, fabricate and join so bolts are not exposed on finished surfaces. 
4. Where stairs are enclosed by gypsum board shaft-wall assemblies, provide 

hanger rods or struts to support landings from floor construction above or below. 
5. Where masonry walls support metal stairs, provide temporary supporting struts 

designed for erecting steel stair components before installing masonry. 

C. Metal-Pan Stairs:  Form risers, subtread pans, and subplatforms to configurations 
shown from steel sheet of thickness needed to comply with performance requirements 
but not less than 0.067 inch. 

1. At Contractor's option, provide stair assemblies with metal-pan subtreads filled 
with reinforced concrete during fabrication. 
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2.5 STAIR RAILINGS 

A. Steel Tube Railings:  Fabricate railings to comply with requirements indicated for 
design, dimensions, details, finish, and member sizes, including wall thickness of tube, 
post spacings, and anchorage, but not less than that needed to withstand indicated 
loads. 

1. Rails and Posts:  1-5/8-inch- diameter  top and bottom rails and 1-1/2-inch- 
square posts. 

2. Picket Infill:  1/2-inch- square pickets spaced less than 4 inches clear. 

B. Welded Connections:  Fabricate railings with welded connections.  Cope components 
at connections to provide close fit, or use fittings designed for this purpose.  Weld all 
around at connections, including at fittings. 

1. Finish welds to comply with NOMMA's "Voluntary Joint Finish Standards" for 
Type 1 welds:  no evidence of a welded joint   . 

C. Form changes in direction of railings by bending or by inserting prefabricated elbow 
fittings. 

D. Form curves by bending members in jigs to produce uniform curvature without 
buckling. 

E. Close exposed ends of railing members with prefabricated end fittings. 

F. Provide wall returns at ends of wall-mounted handrails. 

G. Brackets, Flanges, Fittings, and Anchors:  Provide wall brackets, end closures, flanges, 
miscellaneous fittings, and anchors for interconnecting components and for attaching 
to other work. 

1. Connect posts to stair framing by direct welding. 

H. Fillers:  Provide fillers made from steel plate, or other suitably crush-resistant material, 
to transfer wall bracket loads through wall finishes.  Size fillers to suit wall finish 
thicknesses. 

2.6 FINISHES 

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" 
for recommendations for applying and designating finishes. 

B. Finish metal stairs after assembly. 

C. Preparation for Shop Priming:  Prepare uncoated ferrous-metal surfaces to comply with 
SSPC-SP 6/NACE No. 3, "Commercial Blast Cleaning ." 
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D. Apply shop primer to uncoated surfaces of metal stair components.  Comply with 
SSPC-PA 1, "Paint Application Specification No. 1:  Shop, Field, and Maintenance 
Painting of Steel," for shop painting. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Cutting, Fitting, and Placement:  Perform cutting, drilling, and fitting required for 
installing metal stairs.  Set units accurately in location, alignment, and elevation, 
measured from established lines and levels and free of rack. 

B. Install metal stairs by welding stair framing to steel structure or to weld plates cast into 
concrete unless otherwise indicated. 

C. Fit exposed connections accurately together to form hairline joints.  Weld connections 
that are not to be left as exposed joints.  Do not weld, cut, or abrade surfaces of 
exterior units that have been hot-dip galvanized after fabrication. 

D. Field Welding:  Comply with requirements for welding in "Fabrication, General" Article. 

E. Place and finish concrete fill for treads and platforms to comply with Division 3 Section 
"Cast-in-Place Concrete." 

1. Install abrasive nosings with anchors fully embedded in concrete. 

F. Attach handrails to wall with wall brackets.  Use type of bracket with flange tapped for 
concealed anchorage to threaded hanger bolt . 

3.2 ADJUSTING AND CLEANING 

A. Touchup Painting:  Immediately after erection, clean field welds, bolted connections, 
and abraded areas of shop paint, and paint exposed areas with same material as used 
for shop painting to comply with SSPC-PA 1 for touching up shop-painted surfaces. 

END OF SECTION 05511 




